19th September 2023

upgrade tool v2.9.6.3

When you update KY-PZ400N to v1.2.46 , KY-PZ200/N to v1.1.53, please use upgrade tool v2.9.6.3.
Upgrade tool v2.9.6.3 can use for KY-PZ400N v1.2.46 or less , KY-PZ200/N v1.1.53 or less.

You may check Windows Defender.
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How to Update KY-PZ400/PZ200 Firmware
[Preparation]

(1) PC

(2) LAN Cable

3) Upgrade V. ***

Save it to any folder on the PC

Connect the KY-PZ400/PZ200 and the PC with LAN(Network) cable.

1. Run “Upgrade_standard.exe” in the Upgrade .V***

2" Nov 2021

(Free Software provided by JVC for IP setting and Upgrade of KY-PZ400N) .

folder (application)

upgrade v2.9 v O A upgrade v29D1& %

Y & Ex e &8 H4X
%] config.ini 2021/04/01 19:38 BRHRTE 1KB
&) upgrade_standard.exe 2021/03/23 9:03 TTVT-33y 421 KB
LJ Qt5Core.dll 2020/11/23 10:29 TTUT—Y3aViER 5,259 KB
Lj D3Dcompiler_47.dll 2017/04/28 6:50 TINT-Y3aviik 3,467 KB
L] Qt5Svg.dil 2016/06/11 1:51 TTVT—3aVii5k 340 KB

2. On Search sheet, click the “Search” button to search for KY-PZ400/PZ200

£ UPGRADE v2.9.3

Search Uperade

Larzuaze | Erelish «

Devices: 1 Interface | O—HUb TUFHH#E 192168050 v‘
No  ~ IP Address NetMask Gatelay MAC Address Uptime Version Device
1 192.168..1@ 255.255.255.8  192.168.8.1 80:01:13 1.1.98 F33.12
1
Config
192.168.8.18 D4:E@:BE:A8:29:EC 86eebd24edf548148de5d4c2c8157122
hode haral i
F Address 192.168.0.18
Methdashk 255.255.255.8
Gateiay 192.168.8.1
First DNS 8.8.8.8
MAC Address (D4 : [E@ | - |BE|: |A8|:|29]: |EC
Set Rewrite Default

[m] ped

Search

M First [
8.8.8.1




3. On upgrade sheet , click the “Query” button to check the current version.

€J UPGRADE v2.9.3

Search Uperade

Type |MTD +|/192.168.8.18
Load File
| %

Statuz disconnect dizconnect
VERSION INFO

S0C: v1.1.98
ARM: v6.0.675IVC
AF: v0.3.24
MODEL: F33.J2

UPGRADE: v1.2.5
MTD INFO

Dev Size Erasesize Name
179 @ 7634944 mmcb1k®
179 1 4 mmcblkOpl
179 2 1024 mmcblk@p2
179 3 896 mmcblk@p3
179 4 1024 mmcblkOp4
179 5 16384 mmcblk@p5
179 6 32768 mmcblk@pé6
179 7 262144 mmcblkep/
179 8 262144 mmcblkep8
179 9 10240 mmcblkep9

Languaze | Enelish -

Upgrade

4. Click the “Open” button to load the update “.img " file.

! select upgrade pack

“
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v 4 ; » This PC » Downloads

ize v New folder

MName

s Quick access

& OneDrive

~ Last month (1)
] Vx61A_F33.J2_V1.2.03_24_20210813.img
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Windows (C:)
Remaovable Disk (F:)
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¥ Metwork

-
Date modified

8/16/2021 11:21 PM

V] O Search Downloads

Type Size

Disc Image File 56,127 KB

File name: | VXE14_F33.J2_V1.2.03_24_20210813.img

v| IMG Files(*.img)

il |

Cancel



5. Click the “Upgrade” button to start writing firmware.

W' UPGRADEv2.9.3 - O X

Search Upgrade

Type |MTD v |1192.168.@.18 Gluery
Load File |C:/Users/Administrator/Downloads/VX61A_F33.72 _V1.2.83_24_20210813.img Open

:
Statuz disconnect dizconnect
VERSION INFO 3
S0C: v1.1.98
ARM: v6.0.675IVC
AF: v0.3.24

MODEL: F33.3J2
UPGRADE: v1.2.5

MTD INFO

Dev Size  Erasesize Name
179 @ 7634944 mmcblke
179 1 4 mmcblkepl

179 2 1024 mmcblkep2
179 3 896 mmcblk@p3
179 4 1024 mmcblkep4
179 5 16384 mmcblk@p5
179 6 32768 mmcblk@p6
179 7 262144 mmcblk@p7
179 8 262144 mmcblkop8
179 9 10240 mmcblk@Op9

Language | Eneglish -

6. When the progress bar reaches 100% and “Upgrade Success OK” is displayed
the update is completed.

Search Upgrade

Type MTD - |192.168.0.18 Cluery
Load File |C: /Users/Administrator/Downloads/VX61A_F33.12_V1.2.83_24 28210813.img Open

108% Upzrade
Statuz disconnect file verify succeed upegradeing...

o Upgrade Success

OK

Langumze | English -



7. Press and hold the “RESTORE” button for 5 to 10 seconds until the reboot starts.
When the initialization operation is completed, the update operation is completed.
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